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Hikvision Client
    

HTTP client that talks to Hikvision Camera/NVR using ISAPI.
Installation
The package can be installed by adding hikvision_client to your list of dependencies in mix.exs:
def deps do
  [
    {:hikvision_client, "~> 0.1.1"}
  ]
end
Usage
Create an operation
operation = Hikvision.System.status()
And then send the request
config = [scheme: "http", host: "localhost", port: 8200, username: "user", password: "password"]
{:ok, resp} = Hikvision.request(op, config)
A response example will be
%{
  cpus: [
    %{
      description: "2616.00", 
      usage: 0
    }
  ],
  current_device_time: "2023-01-30T15:47:54-05:00",
  device_uptime: 56145,
  file_handles: nil,
  memory: [
    %{
      available: 62.160156, 
      description: "DDR Memory", 
      usage: 179.46875
    }
  ],
  status: ""
 }
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def deps do
  [
    {:hikvision_client, "~> 0.1.0"}
  ]
end
Usage
Create an operation
operation = Hikvision.System.status()
And then send the request
config = [scheme: "http", host: "localhost", port: 8200, username: "user", password: "password"]
{:ok, resp} = Hikvision.request(op, config)
A response example will be
%{
  cpus: [
    %{
      description: "2616.00", 
      usage: 0
    }
  ],
  current_device_time: "2023-01-30T15:47:54-05:00",
  device_uptime: 56145,
  file_handles: nil,
  memory: [
    %{
      available: 62.160156, 
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Download video footage.
A playback URI must be supplied to download the resource, the URI can be obtained from
the response of Hikvision.ContentManagement.search/2 function

  



    

  
    
      
      Link to this function
    
    search(channel, opts \\ [])


      
       
       View Source
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Search content in the device
It acceps the following options:
	id - the search id, useful to do pagination. Default, a random uuid
	resource_type - where to search for the content, it can be stream, sub_stream or picture. Defaults to stream
	start_time - filter out content less than this time. Defaults to current datetime
	end_time - filter out content after this time. Defaults to current datetime
	offset - the offset to the search, defaults to 0
	limit - the max number of items to return, defaults to 64
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Get a picture from a live feed.
The channel is ignored by ISAPI when the device is a Camera. Otherwise it must be supplied
in the hundred format (e.g. 201 second channel, main stream. 102 first channel, sub stream)
The following options can be supplied:
	width - The width of the picture, it's only working with NVR
	height - The height of the picture, it's only working with NVR
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