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TI AM62X aka AM62XX-EVM
    

This is a work in progress.
This is the base Nerves System configuration for the TI AM62X.
[image: AM62X]

<sup>[Image credit](#ti)</sup>	Feature	Description
	CPU	1.4 GHz quad-core Cortex-A53 (64-bit mode)
	Memory	2 GB DDR4
	Storage	MicroSD and eMMC
	Linux kernel	6.1
	IEx terminal	UART ttyS2
	GPIO, I2C, SPI	Yes - Elixir Circuits
	Display	Yes, but not supported yet
	ADC	No
	Ethernet	Yes
	WiFi	Yes
	Bluetooth	Yes
	RTC	No
	HW Watchdog	Yes

Image credit: This image is from ti.com.
Dev Kits
	Model	Status
	SK-AM62	Not supported
	SK-AM62B	Not supported
	SK-AM62-LP	Not supported
	SK-AM62B-P1	In progress
	SK-AM62-SIP	Pending




  

    
Changelog
    

v0.2.0
This release is a major version update to TI's 10.00.06 board support package.
There are now device trees for other AM62 platforms, like Toradex Verdin
and Beagle Play.
This Nerves system doesn't support those platforms automatically yet, but you
can change this system's BR2_LINUX_KERNEL_INTREE_DTS_NAME in nerves_defconfig
to the device tree you would like to use.
	Supported hardware
	TI SK-AM62B-P1


	Validated peripherals
	UART5
	I2C0, I2C2
	GPIO (use circuits_gpio v2)
	ETH0, ETH1
	Heartbeat LED
	OSPI flash
	Board ID EEPROM
	CPU & memory temperature sensors
	User header load switches


	Dependencies
	TI BSP 10.00.06
	Erlang/OTP 26.2.5



v0.1.0
This is a preliminary release based on TI's board support package 09.02.00.010.
The hardware boots Nerves and some of the peripherals are available. If using
GPIO, refer to the schematic PROC142(A002)_SCH_With_Design_Updates..Notes_V1.0.pdf
in SK-AM62B-P1 Design Package File spar001a.zip. The signal names on the
schematic can be used to configure the GPIO, as these are not exported to sysfs.
SPI does not seem to work even though it appears to be configured in the
device tree.
	Supported hardware
	TI SK-AM62B-P1


	Validated peripherals
	UART5
	I2C0, I2C2
	GPIO (use circuits_gpio v2)
	ETH0, ETH1
	Heartbeat LED
	OSPI flash
	Board ID EEPROM
	CPU & memory temperature sensors
	User header load switches


	Dependencies
	TI BSP 09.02.00.010
	Erlang/OTP 26.2.5
	Buildroot 2024.02.2






  

    
mix nerves.loaddefconfig 
    



      
Load the nerves_defconfig configuration into the Nerves artifact.
This is the opposite of make savedefconfig.
Usage
mix nerves.loaddefconfig
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